
40

Rocket Activity 

3...2...1...PUFF!
 

6IQLJ[P]L
Students will learn about rocket stability as they 
JVUZ[Y\J[�HUK�Å`�ZTHSS�WHWLY�YVJRL[Z�

+LZJYPW[PVU
Students will construct small “indoor” paper 
YVJRL[Z��KL[LYTPUL�[OLPY�ÅPNO[�Z[HIPSP[ �̀�HUK�
launch them by blowing air through a drinking 
straw.

5H[PVUHS�:JPLUJL�*VU[LU[�:[HUKHYKZ
Unifying Concepts and Processes 
� ��,]PKLUJL��TVKLSZ��HUK�L_WSHUH[PVU
Science as Inquiry 
� ��(IPSP[PLZ�ULJLZZHY`�[V�KV�ZJPLU[PÄJ�

inquiry
Physical Science 
� ��7VZP[PVU�HUK�TV[PVU�VM�VIQLJ[Z�
� ��4V[PVUZ�HUK�MVYJLZ
Science and Technology 

��(IPSP[PLZ�VM�[LJOUVSVNPJHS�KLZPNU

5H[PVUHS�4H[OLTH[PJZ�*VU[LU[�:[HUKHYKZ
��5\TILY�HUK�6WLYH[PVUZ
��.LVTL[Y`
��4LHZ\YLTLU[
��+H[H�(UHS`ZPZ�HUK�7YVIHIPSP[`

5H[PVUHS�4H[OLTH[PJZ�7YVJLZZ�:[HUKHYKZ
��*VUULJ[PVUZ
��9LWYLZLU[H[PVUZ

4H[LYPHSZ
Sheet of 8.5 x 11 paper (white or colored)
Cellophane tape
Scissors
Ruler
Meter stick or tape measure
Fat, round pencil or dowel (see tips, p. 43)
Eye protection
Drinking straws
Copy of the SLS paper rocket plans

4HUHNLTLU[
Hold on to the straws until students have 
completed their rockets and tested them for 
stability. Select a clear space for the launches.  
Depending upon student lung power, rockets 
TH`�Å`������TL[LYZ��)L�Z\YL�Z[\KLU[Z�^LHY�
eye protection. Although the rockets have little 
THZZ��WVPU[LK�UVZL�JVULZ�JV\SK�PUQ\YL�L`LZ���
Make sure students understand that the rockets 
are not to be launched toward anyone.  

)HJRNYV\UK
Rocket stability is an important issue for rocket 
scientists. The success of a space launch 
depends upon “pinpoint” accuracy. If a future 
NASA Space Launch System rocket arrives 
in space in the wrong orbit, it may not have 
enough fuel or supplies to make rendezvousing 
with the International Space Station or an 
asteroid possible.  The crew would have to 
YL[\YU�[V�,HY[O�HUK�¸JOHSR�VɈ¹�H�MHPSLK�TPZZPVU�
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 Stability means making sure the rocket 
MVSSV^Z�H�ZTVV[O�WH[O�PU�ÅPNO[��0M�P[�^VIISLZ��[OL�
ride will be rough and extra fuel will be burned 
to get back on course. If it tumbles, it’s time to 
push the destruct button! An unstable rocket is 
dangerous.
 Fortunately, it is relatively easy to ensure 
stability when traveling through the atmosphere 
if two things are kept in mind. These two things 
are center of mass and center of pressure.
 Center of mass (COM) is easy to 
demonstrate. It is the balance point of a rocket. 
Think of it like balancing a meter stick on an 
V\[Z[YL[JOLK�ÄUNLY��0M�[OL�Z[PJR�YLZ[Z�OVYPaVU[HSS �̀�
[OL�*64�PZ�KPYLJ[S`�V]LY�`V\Y�ÄUNLY��0M�[OL�*64�
PZ�[V�[OL�YPNO[�VM�`V\Y�ÄUNLY��[OL�Z[PJR�^PSS�[PW�[V�
[OL�YPNO[��0M�[V�[OL�SLM[�VM�`V\Y�ÄUNLY��[OL�Z[PJR�^PSS�
tip to the left.
� (U�VIQLJ[��[VZZLK�PU[V�[OL�HPY��YV[H[LZ�
around its COM. Rockets also try to rotate 
HYV\UK�[OLPY�*64�^OPSL�PU�ÅPNO[��0M�[OPZ�YV[H[PVU�
is allowed to happen, the rocket becomes 
unstable. This is where center of pressure (COP) 
comes to the rescue.  
 COP is also a balance point. It is the 
balance point of the pressure exerted on the 
rocket surface by air molecules striking it as 
P[�ÅPLZ�[OYV\NO�[OL�HPY��3PRL�*64��[OLYL�PZ�H�
midpoint for the air pressure on the rocket body.  
This is the COP. For a stable rocket, the COP is 
located to the rear of the rocket and the COM 
is to the front. To understand why the rocket is 
stable, let’s take a look at a couple of devices 
that also depend upon the placement of COM 
and COP.  
  A weather vane pivots on a vertical axlen 
(COM) when the wind blows. One end of the 
vane is pointed and the other end has a broad 
surface. When the wind blows, the broad end 
of the vane catches more air (more air pressure) 
and is blown downwind. The narrow end of the 
vane has less pressure exerted on it and points 
into the wind.
 One end of an arrow is long, narrow, and 
pointed while the other end has large feathers 
�VY�WSHZ[PJ�ÄUZ���0U�ÅPNO[��NYLH[LY�HPY�WYLZZ\YL�PZ�
exerted on the feathers than on the narrow end. 
This keeps the arrow from tumbling around its 
COM and on course to its target.  

 In both examples, there was more 
surface area on one side of the COM than on 
the other.  Both devices were stable. Stability of 
a rocket is the same thing.
 In this activity, students will build paper 
rockets and test them for stability using a drop 
test. Later activities will further explore the 
COM/COP concept and employ an advanced 
string test for rocket stability. 

The positions of center of mass (red dot) and center of 
pressure (blue +) are shown for a weather vane, arrow, 
and rocket.  The center of pressure is to the rear of the 
center of mass in each device.  This enables them to 
point into the wind.

7YVJLK\YL�First Activity
1. Demonstrate the construction technique 

for making paper rockets.  (Refer to the 
diagrams on the next page.) 
a. Cut a strip of paper for the rocket body 

(about 4 cm wide by 28 cm long). 
b. Use a round pencil as a form and roll the 

strip around the pencil.  
c. Tape the long seam.
K��*SVZL�VɈ�VUL�LUK�[V�THRL�H�UVZL�JVUL��
L��*\[�V\[�[OYLL�VY�MV\Y�ÄUZ��
M��;HWL�[OL�ÄUZ�[V�[OL�VWLU��SV^LY��LUK�VM�[OL�

rocket.  Bend them outward to space them 
equally.

2. After students have constructed their 
rockets, show them how to perform drop 
tests to check for stability.  Hold the rocket 
horizontally at eye level and drop it to the 
ÅVVY���0M�[OL�UVZL�VM�[OL�YVJRL[�OP[Z�[OL�ÅVVY�
ÄYZ[��[OL�YVJRL[�PZ�Z[HISL�HUK�YLHK`�MVY�ÅPNO[��
0M�[OL�YVJRL[�MHSSZ�OVYPaVU[HSS`�VY�[OL�ÄU�LUK�
OP[Z�ÄYZ[��[OL�YVJRL[�PZ�\UZ[HISL��3HYNLY�ÄUZ�
may be needed to stabilize the rocket. Have 
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 students perform their own stability 
[LZ[Z�HUK�THRL�HKQ\Z[TLU[Z�[V�[OLPY�
rockets if needed.

3. Finally, demonstrate the launch 
procedure for the rocket. Stand at 
one end of your launch range.  Insert 
a straw into the rocket body.  Aim the 
YVJRL[�KV^U�YHUNL�HUK�W\Ɉ�Z[YVUNS`�
PU[V�[OL�Z[YH �̂�3PM[VɈ�

4. Talk over ideas for safety. Discuss 
wearing safety glasses. Ask students 
what should be done when they 
retrieve their rockets for another 
launch. (Other students should 
wait until the range is clear before 
launching.)

5. Have students improve their rocket 
design by holding distance trials.  
Students will launch their rocket 
[OYLL�[PTLZ�HUK�ÄUK�[OL�H]LYHNL�
distance the rocket travels. They 
will then try to improve their rocket 
design to get greater distance.  The 
student data sheets outline the 
WYVJLK\YLZ�HUK�WYV]PKL�ZWHJL�[V�QV[�
down and analyze data.

4HRPUN�HUK�([[HJOPUN�-PUZ

Cut tabs and spread. 
Tape tabs to rocket tube.

<ZL���?����JT�Z[YPWZ�VM�WHWLY

4HRPUN�5VZL�*VULZ

Cut crown
points and tape

Gather 
end and 
tape

Fold end
over and
tape

Fold paper 
square.  Cut out 
ÄUZ���:WYLHK�
ÄUZ�HUK�[HWL�
to rocket tube. 
)LUK�ÄU�[PWZ�
outward.

Tape and trim ends.

9VSSPUN�9VJRL[�;\ILZ



43

7YVJLK\YL�Second Activity  
1. Give students SLS rocket patterns to 

HZZLTISL��;̂ V�KPɈLYLU[�WH[[LYUZ�HYL�
provided, one for thin pencils or dowels 
and one for fat pencils and dowels. (These 
YVJRL[Z�KV�UV[�OH]L�HU`�ÄUZ��;OL�HJ[\HS�SLS 
rocket uses steerable rocket engines to keep 
[OL�YVJRL[�Z[HISL�PU�ÅPNO[���(M[LY�MVYTPUN�[OL�
rocket body, the upper end of the tube is 
folded four times and taped.

���)LMVYL�Å`PUN�[OLZL�YVJRL[Z��OH]L�Z[\KLU[Z�
repeat the stability drop test.

+PZJ\ZZPVU
��Why is the SLS rocket stable even though it 
KVLZU»[�OH]L�HU`�ÄUZ&
Folding the paper makes the nose cone end 
of the rocket heavier than the tail end. Run a 
IHSHUJL�[LZ[�^P[O�H�ÄUNLY��;OL�IHSHUJL�WVPU[�
(center of mass) is far forward. The center 
of pressure is to the rear. This combination 
Z[HIPSPaLZ�[OL�YVJRL[�MVY�ÅPNO[��;OL�Z[HIPSP[`�
control for the paper version of the SLS 
rocket is similar to the control used by the 
*OPULZL�MVY�[OLPY�ÄYL�HYYV^Z��:LL�WPJ[VYPHS�
history section.) The actual SLS rocket 
will employ steerable engines to maintain 
stability. 

��How do paper rockets work?
Unlike traditional rockets, paper rockets do 
not carry their own propellants. Instead, a 
ZOHYW�W\Ɉ�[OYV\NO�[OL�Z[YH^�TVTLU[HYPS`�ÄSSZ�
the rocket tube with “high pressure” air. The 
tube directs the air back through the opening, 
producing an action force. The rocket 
launches because of the equal and opposite 
reaction force (Newton’s third law).

(ZZLZZTLU[
��/H]L�Z[\KLU[Z�^YP[L�HUK�PSS\Z[YH[L�H�WHYHNYHWO�

that describes their improvements to their 
rockets and how these improvements 
HɈLJ[LK�[OLPY�L_WLYPTLU[HS�YLZ\S[Z�

,_[LUZPVUZ
��/H]L�Z[\KLU[Z�PU]LZ[PNH[L�ÄU�ZPaL�HUK�
WSHJLTLU[�MVY�P[Z�LɈLJ[�VU�ÅPNO[�Z[HIPSP[ �̀��

� >OH[�^PSS�OHWWLU�PM�[OL�ÄUZ�HYL�WSHJLK�H[�[OL�
nose end of the rocket? What will happen if 
[OL�ÄU�[PWZ�HYL�ILU[�WPU^OLLS�MHZOPVU&��+VU»[�
forget to perform drop tests before the actual 
ÅPNO[Z��

��/VSK�H�YVJRL[�ÅPNO[�JVU[LZ[��:LL�^OVZL�YVJRL[�
ÅPLZ�[OL�M\Y[OLZ[�VY�^OVZL�YVJRL[�PZ�[OL�TVZ[�
accurate (make a target).

��0U�H�N`T�VY�V[OLY�YVVT�^P[O�H�OPNO�JLPSPUN��
launch rockets straight up next to a wall. Have 
other students estimate the altitudes reached 
by the rockets. Count the number of concrete 
blocks the rocket reached and multiply by the 
height of one block.

��7SHJL�H�[HYNL[�H[�[OL�MHY�LUK�VM�[OL�SH\UJO�
range. An empty box makes a good target 
and rockets that land within the box are a 
“bull’s eye.” 

;PW�Segments of a 1/4” or 3/8” 
dowel can be substituted for fat 
pencils.  Cut the dowels slightly 
longer than the paper strips.  The 
extra length makes rolling the 
tubes easier.

*VTWSL[LK�SLS rocket
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