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Rocket Activity  

Pop! Rockets  
 

6IQLJ[P]L
Students design, construct, and launch paper 
rockets.

+LZJYPW[PVU
A rocket with a triangular cross section is made 
from three rocket-shaped strips of card-stock 
paper and launched with the Pop! Rocket 
Launcher.  Students can customize their rocket 
ÄU�ZOHWLZ�HUK�KLJVYH[L�[OL�YVJRL[Z�\ZPUN�H�
computer with an illustration program.  An 
alternative single-piece Pop! Rocket is also 
explained.

5H[PVUHS�:JPLUJL�*VU[LU[�:[HUKHYKZ
Unifying Concepts and Processes 
� ��,]PKLUJL��TVKLSZ��HUK�L_WSHUH[PVU
� ��*OHUNL��JVUZ[HUJ �̀�HUK�TLHZ\YLTLU[
Science as Inquiry 
� ��(IPSP[PLZ�ULJLZZHY`�[V�KV�ZJPLU[PÄJ�

inquiry
Physical Science 
� ��7VZP[PVU�HUK�TV[PVU�VM�VIQLJ[Z�
� ��4V[PVUZ�HUK�MVYJLZ
Science and Technology 

��(IPSP[PLZ�VM�[LJOUVSVNPJHS�KLZPNU

5H[PVUHS�4H[OLTH[PJZ�*VU[LU[�:[HUKHYKZ
��5\TILY�HUK�6WLYH[PVUZ
��.LVTL[Y`
��4LHZ\YLTLU[
��+H[H�(UHS`ZPZ�HUK�7YVIHIPSP[`

5H[PVUHS�4H[OLTH[PJZ�7YVJLZZ�:[HUKHYKZ
��7YVISLT�:VS]PUN
��9LHZVUPUN�HUK�7YVVM
��*VTT\UPJH[PVU
��*VUULJ[PVUZ
��9LWYLZLU[H[PVUZ

4H[LYPHSZ
Card-stock paper
Glue stick
Cellophane tape
Scissors
Optional - Computer with an illustration 

program and printer
Crayons or colored markers
Ruler
Pop! Rocket Launcher (see page 63)
Penny
30 cm-long pieces of 1/2” PVC pipes

4HUHNLTLU[
Pop! Rockets are made by cutting out three 
YVJRL[�ZOHWLK�WPLJLZ�VM�WHWLY�HUK�QVPUPUN�[OLT��
together.  The basic pattern is a long rectangle 
with a triangle on one end.  When the three 
rocket sides are taped together, the triangles 
are bent inward and taped to form a three-sided 
pyramid that serves as the rocket’s nose cone.  
At the opposite end are geometric shapes such 
as triangles or parallelograms, that extend from 
[OL�ZPKLZ�VM�[OL�YLJ[HUNSLZ�[V�MVYT�[OL�ÄUZ���;OL�
ÄUZ�HYL�NS\LK�VY�[HWLK�[VNL[OLY�MHJL�[V�MHJL�[V�
THRL�[OLT�Z[PɈ�
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 The basic pattern is found on page 
70.  If you have a computer with an illustration 
program available, the pattern can be laid out 
VU�[OL�JVTW\[LY�HUK�[OL�ÄUZ�J\Z[VT�KLZPNULK�
by your students.  The only dimension that must 
be preserved is the width of the rectangle.  The 
three rectangles, when taped side-to-side, form 
a triangular prism shape that slides over the 
launch tube of the Pop! Rocket Launcher.
 Print the blank rocket pattern or 
student’s custom-designed rockets on card 
stock paper.  If designing by computer, make 
three copies of the pattern on the page.  To 
THRL�HSS�WH[[LYUZ�Ä[��\ZL�[OL�YV[H[PVU�JVU[YVS�[V�
rotate the middle pattern upside down.
 If using the rocket with young students, 
enlist the aid of older students for the rocket 
assembly (peer teaching) or have the patterns 
cut out and fold lines scored in advance.  
Before taping, have students draw pictures 
of themselves or friends or family peering out 
from “port holes” near the nose cone end of 
the rockets.  The rockets can be decorated 
along their entire length.  If using a computer 
illustration program, the decoration can 
be added to the pattern before printing. 
 Have students tape a penny to 
the inside of one of the three nose cone 
triangles before taping the nose cone 
together.  The penny adds additional 
THZZ�[V�[OL�UVZL�HUK�PUJYLHZLZ�P[Z�ÅPNO[�
stability.  
 To provide support for the nose 
cone during taping, insert a PVC pipe 
segment into the rocket.   
� (ZR�Z[\KLU[Z�^O`�ÄUZ�HYL�
important to the rocket shape.  After 
collecting their ideas, demonstrate 
OV^�ÄUZ�^VYR�I`�[VZZPUN�[^V�YVJRL[Z�
�^P[OV\[�[OL�WLUUPLZ��SPRL�QH]LSPUZ�PU[V�
[OL�HPY����6UL�ZOV\SK�OH]L�ÄUZ�HUK�[OL�
V[OLY�ZOV\SK�UV[���;OL�YVJRL[�^P[O�ÄUZ�^PSS�
sail straight across the room, while the 
VUL�^P[OV\[�^PSS�ÅVW�VY�[\TISL�PU�[OL�HPY���
Have your students describe and explain 
what happened.

7YVJLK\YL�Three-Piece Pop! Rocket
1. If using a computer with an illustration 

program for designing Pop! Rockets, draw 
a vertical rectangle that is 3 cm wide and 
22 cm long.  The nose cone triangle can 
either be an isosceles or equilateral triangle.  
(KK�ÄUZ�[V�[OL�ZPKLZ�VM�[OL�IV[[VT�VM�[OL�
rectangle.  Keep in mind that the size of the 
WHWLY�SPTP[Z�[OL�ZPaL�VM�[OL�ÄUZ�

2. After completing one rocket pattern, copy 
P[�[^V�[PTLZ�HUK�Ä[�HSS�[OL�WPLJLZ�VU�[OL�
paper with two patterns pointing up and one 
WVPU[PUN�KV^U���0M�[OL�ÄUZ�HYL�[VV�SHYNL�MVY�H�
single sheet of paper, create two patterns on 
one page and the third on a second page.

3. When the patterns are complete, students 
can add decorations to their rockets or 
wait until the patterns are printed and then 
decorate them.

4. Cut out the three pieces and press the edge 
VM�H�Y\SLY�[V�[OL�MVSK�SPULZ�MVY�[OL�ÄUZ�HUK�
UVZL�JVUL�[V�NL[�H�Z[YHPNO[�MVSK���-VSK�[OL�ÄUZ�
outward.  
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5. Tape a penny securely to the inside of one of 
the nose cone triangles.

6. Slide the pieces together and match up the 
sides of the rocket body.  Run a strip of tape 
HSVUN�[OL�ZLHTZ���+V�UV[�[HWL�[OL�ÄUZ�VY�
nose cone pieces yet.

7. Pick up the rocket, bring the two side pieces 
together, and tape the seam.  It may be 
helpful to insert the PVC pipe into the rocket 
before taping.

���<ZL�NS\L�Z[PJR�VY�[HWL�[V�QVPU�HKQHJLU[�
ÄUZ�WPLJLZ�[VNL[OLY�[V�THRL�[OYLL�ÄUZ���0M�
KLZPYLK��[OL�ÄUZ�JHU�IL�SLM[�\U[HWLK�[V�THRL�
ZP_�ÄUZ�

*VTWSL[LK�;OYLL�
7PLJL�7VW��9VJRL[

9. Push the PVC pipe inside the rocket body 
up to the position of the nose cone.  Use the 
pipe for support while taping.  Fold the three 
triangles inward and tape the seams. 

10. The rocket is ready for launch. Follow the 
launch instructions for the Pop! Rocket 
Launcher (page 63).

7YVJLK\YL�One-Piece Pop! Rocket
1. Print the pattern on the next page on card 

stock paper.
2. Use a ruler and the edge of a penny to score 

the fold lines.  To do so, place the ruler along 
a dashed line and run the edge of the penny 
(held at an angle) across the paper to make a 
small groove.  The groove will insure that the 
fold line is both accurate and straight.

3. Cut out the pattern on the solid lines.
4. Tape a penny to the inside of one of the nose 

cone triangles.
5. Fold the three rectangles into a triangular 

prism shape with the large tab inside.  Tape 
the seam.

0KLHZ�MVY�+PɈLYLU[�-PU�:OHWLZ
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6. Fold the triangles inward to form the nose 
cone.  The tabs should be inside.  They will 
provide support for taping.

���)LUK�[OL�ÄUZ�V\[^HYK���;OL�YVJRL[�PZ�YLHK`�
MVY�ÅPNO[�

+PZJ\ZZPVU
What are the parts of a rocket?
 
 The pointy upper end of the rocket is the 

nose cone.  It helps the rocket spread apart 
[OL�HPY�HZ�[OL�YVJRL[�ÅPLZ���;OL�UVZL�JVUL�JHU�
be compared to the pointed bow of a boat 
that spreads water apart as it sails forward.  
Astronauts and spacecraft are usually placed  
in or near the nose cone.  (Note: The space 
ZO\[[SL�PZ�H�SP[[SL�KPɈLYLU[�PU�KLZPNU���/V^L]LY��
the astronauts still ride in the cone-shaped 
front of the Orbiter.)

 The body of the rocket is the tube-shaped 
(triangular-shaped in this activity) part of the 
rocket that holds the rocket fuel.  

 Engines are where the rocket fuel is burned.  
These are found at the lower end of the 
rocket body.  The engines push the rocket 
into space.

 Fins are the tiny wings at the lower end of 
[OL�YVJRL[�IVK �̀��;OL`�OLSW�[OL�YVJRL[�Å`�
straight.

 
(ZZLZZTLU[
��(ZR�Z[\KLU[Z�[V�^YP[L�VY�[LSS�H�ZOVY[�Z[VY`�
KLZJYPIPUN�[OLPY�YVJRL[�HUK�OV^�[OL`�ÅL �̂

��/H]L�Z[\KLU[Z�KYH^�WPJ[\YLZ�VM�[OLPY�YVJRL[Z�
Å`PUN�[OYV\NO�ZWHJL�

,_[LUZPVUZ
��*VTWHYL�YVJRL[Z�[V�HU�HYYV �̂�H�^LH[OLY�]HUL��
VY�H�KHY[���)YPUN�VUL�VY�TVYL�VM�[OLZL�VIQLJ[Z�
to class and compare them to the shape of 
the students’ rockets.

��:OV^�WPJ[\YLZ�VM�KPɈLYLU[�YVJRL[Z�HUK�
compare them to students’ rockets.
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;OYLL�7PLJL�
7VW��9VJRL[
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6UL�7PLJL�7VW��9VJRL[


